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5G Network Diagram
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MAPS™ 5G N20 Interface Emulator
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Main Features
• Emulate Short Message Service Function (SMSF) and Access and Mobility Management Function 

(AMF) network elements

• The following are the supported procedures: 

➢ Nsmsf_SMService : Activate, Deactivate and UplinkSMS (MOSMS)

➢ Namf_Communication Service : N1N2MessageTransfer(UE Specific) operations based on N20 

interface

• Services use REST APIs based on HTTP and JSON data format

• Supports TLS and TCP transports

• Offers NF service consumer to authorize SMS and activate SMS for a service via Nsmsf service 

on N20 interface

• Supports scripted call generation and automated call reception

• Supports customization of call flow and message templates using Script and JSON messages

• Ready to use scripts for quick testing

• Provides Call Statistics and Events Status

• Automation, Remote access, and Schedulers to run tests 24/7
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Protocol Stack Specification

Supported Protocols Standard / Specification Used

N20 Interface

N20 Interface (SMSF - AMF) TS29.540 Release 16

TS29.518 Release 16

JavaScript Object Notation (JSON) IETF RFC 8259 

HTTP

HTTP / 2

IETF RFC 7231

IETF RFC 7540/RFC 7541 

TLS IETF RFC 8446

TCP IETF RFC 793

IPv4
IETF RFC 791 [5]

IETF RFC 2460 [6] 
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MAPS™ 5G N20 User Cases
• MAPS™ can emulate any one node (AMF/SMSF) or both AMF and SMSF nodes
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Testbed Setup (AMF)
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Testbed Setup (SMSF)
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Profile Editor (AMF)
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Profile Editor (SMSF)
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Call Generation
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Call Reception
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MAPS™ 5G N20 Interface Procedures
• Nsmsf Procedure

➢ Registration procedure using Activate service operation

➢ De-Registration procedure using Deactivate service operation

➢ Send SMS payload in uplink direction operation

➢ Namf_Communication Service
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MAPS™ 5G N20 Interface Procedures
Namf_Communication Service

Registration procedure using Activate service operation
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De-Registration procedure using Deactivate service operation

MAPS™ 5G N20 Interface Procedures
Namf_Communication Service
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Send SMS payload in uplink direction operation

MAPS™ 5G N20 Interface Procedures
Namf_Communication Service
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MAPS™ 5G N20 Interface Procedures
Namf_Communication Service
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Thank you


