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5G Network Diagram
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MAPS™ 5G N51 Interface
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Main Features
• Emulate Network Exposure Function (NEF) and Access and Mobility Management Function 

(AMF) elements

• Supports Namf_EventExposure Service (Registration State, Connection State, Location Report, 

Presence Update operations)

• Services use REST APIs based on HTTP and JSON data format

• Supports TLS and TCP transports

• Supports scripted call generation and automated call reception

• Supports customization of call flow and message templates using Script and Message Editor

• Ready-to-use scripts for quick testing

• Provides Call Statistics and Events Status
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Protocol Stack
Supported Protocols Standard / Specification Used

N51 Interface

N51 Interface (NEF-AMF) TS29.518

JavaScript Object Notation (JSON) IETF RFC 8259 

HTTP/2

(Hypertext Transfer Protocol)
IETF RFC 7540

TCP/TLS IETF RFC 793

IPv4
IETF RFC 791 [5]

IETF RFC 2460 [6] 
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User Cases
• MAPS™ can emulate any one node (NEF / AMF) or both nodes
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Testbed Setup
NEF AMF
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Profile Editor
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Profile Editor (AMF)



10

Global Profile
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Call Generation
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Call Reception
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Bulk Call Generation
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MAPS™ 5G N51 Interface Procedures
• Namf_EventExposure Service

➢ Subscription

➢ Unsubscription

➢ Notify Subscription

▪ Registration State Change Event

▪ Connection State Change Event

▪ Location Report Event

▪ Presence In Area of Interest Event
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MAPS™ 5G N51 Interface Procedures
Subscription
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MAPS™ 5G N51 Interface Procedures (Contd.)
Unsubscription
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MAPS™ 5G N51 Interface Procedures (Contd.)
Notify Subscription
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MAPS™ 5G N51 Interface Procedures (Contd.)
Registration State Change Event
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Thank you


